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The pendant has 12 LEDs embedded in the inner vertices
of the geometric frame that are connected to light guides

along the inner edges, creating an even illumination
towards the reflector in the center of the lamp. This

layered white core reflects the light spherically back into
the room, resulting in glare-free and uniform light.

Olafur EliassonOlafur Eliasson
Artist Olafur Eliasson (Iceland/Denmark), born in 1967, works in a wide range of media, including
installation, painting, sculpture, photography, and film. Since 1997, his solo shows have appeared in major
museums around the world.
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Product infoProduct info
InformationInformation

Electrical: System Wattage: 118W LED Wattage: 109 W Delivered lumens: 2,950 - 3,085 Efficacy: 25.0 lm/W -
26.1 lm/W Certifications: cULus, Damp Location Protection class IP20 Controllability: 0-10V Dimming Color
Rendering: Ra≥90

MountingMounting

Suspension type: 1x stainless steel aircraft cable. Canopy: White. Cord type: 2-conductor, 18 AWG white PVC
power cord. Cord length: 12’.

FinishFinish

Clear lacquered, pickled aluminum. Matte white reflector.

MaterialsMaterials

Frame: Aluminum. Reflector: Injection molded polycarbonate

Sizes and weightSizes and weight

Width x Height x Length (in.) | 31.7 x 35.3 x 31.7 Max 48.5 lbs

ComplianceCompliance

Compliance: cULus, Damp location.

Light sourceLight source

118W LED/2700K<br />Lumen: 2950

InformationInformation

Electrical:
System Wattage: 118W
LED Wattage: 109 W
Delivered lumens: 2,950 - 3,085
Efficacy: 25.0 lm/W - 26.1 lm/W
Certifications:
cULus, Damp Location
Protection class IP20
Controllability: 0-10V Dimming
Color Rendering: Ra≥90

Product variantsProduct variants
DimensionDimension Light sourceLight source LumenLumen Voltage frequencyVoltage frequency

33.1 IN 118W LED/2700K 2950 120-277V/60HZ

118W LED/3000K 3085
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Product descriptionProduct description
OE Quasi pendant has simple but complex interlayering of geometric shapes that may occur in nature. The exterior aluminum frame is an icosahedron shape with 12 LEDs embedded in the inner vertices. These light
sources are connected to light guides along the inner edges, creating an even illumination towards the reflector in the center of the lamp. The reflector is shaped like a dodecahedron made up of a layered polycarbonate
white core that reflects the light spherically back into the room—producing a glare-free and uniform light. The fixture is a sculpture that can be used as a single fixture or as a group. It has a place in prominent spaces, in a
room above a table or counter, in a lobby, or in an exhibition space—the options are limitless.

MountingMounting
Mounts over a 4 inch octagonal outlet box, requiring additional weight support. Includes a single stainless steel aircraft wire to support the weight. Canopy: White, dome-shaped, 7.9 IN diameter x 3.3 IN tall. Cord type: 2-
conductor, 18 AWG white PVC power cord. Cord length: 12 feet. Electronic, constant current, class II driver for 120-277V power supply housed inside the canopy.

Light descriptionLight description
Light is an omni-directional spherical distribution, 100% glare-free. Standard CCT in 2700K or 3000K, controlled by 0-10v electronic driver.

DesignDesign
Olafur Eliasson

MaterialMaterial
Outer frame is cast aluminum sections of 0. 05 IN thick. Light guiding lenses are clear polycarbonate. Interior reflector of white polycarbonate, 0. 04 IN thick. Canopy is white polycarbonate, . 05 IN thick. Mounting brackets
are steel, . 05 IN thick. Dark aluminum finish is created by chemically treating the aluminum with a protective clear top coat.

WeightWeight
Min: 48.502 lbs Max: 5.353 lbs

DimensionsDimensions
33.1 IN
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Other functionsOther functions
Longer cord lengths. LED in 3500K and 4000K. Alternative dimming controls.

FinishFinish
Dark aluminum

VoltageVoltage
120-277V/60HZ

Light distribution diagramsLight distribution diagrams
CartesianCartesian IsoluxIsolux PolarPolar
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